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Novaflex T-Lok 3003
Specialty Metal Tubing / High Temp Fume 
Control
Novaflex patented Triple Lock® construction provides 
for an air tight seam and added strength. Metal Flex 
is ideal for stationary applications where bends are 
required or need to be maintained. Easy to bend into 
position and ultra lightweight.
An economical single ply aluminum duct. Also available in 
two plies for added strength or higher negative pressures.

Applications
Ideal for stationary bends
Elbow replacement for low pressure
Air movement
Fume control
Heating, cooling
Dehumidifying

Construction
Product code: 3UL3003
Material: Aluminum
Construction: Triple Lock® mechanical lock
Diameters: 2” to 24”. (Larger sizes available on request)
Length: 10 ft. Bend radius = 1.5 x I.D.
Weight: 6” I.D. =1.02 lbs/ft. (2 ply). Compression: 3:1
Temperature Range: -60°F (-51°C) to +600°F (316°C)
(also available in 2ply for extra strength or higher negative 
pressure)
Rated Velocity: 4000 f/m (20.3 m/s)
Positive Pressure: 12” w.g. (3.0 kPa)
Negative Pressure: 1” w.g. (0.25 kPa)
UL Listing: UL181 Class 1 Air Duct
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Getting the most from a single source

All products are warranted to be free from all defects in material and workmanship. It is impossible to test all products under all conditions to which they might be subjected in the field. It is therefore the buyer and/or end users’ 
responsibility to test all products under the conditions that duplicate the service conditions prior to installation. All improvements, all specifications are subject to change without prior notice. It is the buyer and/or end users’ 
responsibility to review our complete Terms and Conditions of Sale located on our web sites at: www.novaflex.com / www.z-flex.com / www.flexmaster.com. 


