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Novaflex® TPR Nova-Vac Vacuum Hose
SF-TPR Nova-Vac is manufactured without solvents glues or 
adhesives and provides outstanding performance and fatigue 
resistance. Smooth interior design allows for superior flow and 
maximum efficiency. TPR Nova-Vac Vacuum Hose is the perfect 
hose for those applications that require excellent flexibility, full 
vacuum rating and light weight design. 
This hose is commonly used in the wood working industry 
for CNC/milling work, table vacuum systems and for those 
applications that require a flexible high vacuum hose for the 
transfer of wood dust.
Specifications:
Available in lengths of up to 100ft in diameters 1” to 4”. Lengths up to 
60 ft in 6” diameter.
Standard color: Black with black wearstrip
Standard diameters: 1” to 6”
Temperature range: -40° (-40°C) to +150°F (+65°C)
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Getting the most from a single source

The information provided within is for informational purposes only. We have made every effort to ensure the accuracy of the provided information and assume no responsibility for any loss or damage due to errors or omissions or to 
the use or misuse of any information supplied. It is impossible to test all products under all conditions to which they might be subjected in the field. It is therefore the buyer and/or end users’ responsibility to test all products under 
the conditions that duplicate the service conditions prior to installation. All improvements, all specifications are subject to change without prior notice. It is the buyer and/or end users’ responsibility to review our complete Terms and 
Conditions of Sale located on our web sites at: www.novaflex.com | www.z-flex.com | www.flexmaster.com. 

Product No ID" ID mm OD" OD 
mm

Vacuum WP psi 
@70°F

MBR" Wt/
lbs per 
ft

9NFNOVA-VAC02 2 50 mm 2.6 66 mm Full 50 4.5 0.71

9NFNOVA-VAC02.08 2.5 63 mm 2.98 76 mm Full 50 5 0.82

9NFNOVA-VAC03 3 76 mm 3.71 94 mm Full 45 7.5 1.20

9NFNOVA-VAC02.362 2.36 60 mm 2.84 72 mm Full 50 4.8 0.79

9NFNOVA-VAC03.149 3.15 80 mm 3.86 98 mm Full 43 8 1.10


