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Lavatory Waste Hose
Lavatory Waste Hose is a new crush and drag resistant 
thermoplastic polyurethane hose, reinforced with a crush 
resistant PVC helix that is resistant to traffic roll-overs and 
hauling over rough surfaces. 
The smooth interior hose allows an unrestricted flow. With 
integral cuffs this hose provides an effective seal for all 
styles of lav fittings. 
It is made without glues, cements, or adhesives and is 
chemical, moisture and UV Ozone resistant.
Specifications
Temperature range: -65°F (-54°C) to +200°F (+93°C)
Lengths: Custom lengths available. 
Call for minimum quantities.
Sizes: 2” to 6”
Colour: Translucent blue with blue helix. 
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Specification Chart

Getting the most from a single source

The information provided within is for informational purposes only. We have made every effort to ensure the accuracy of the provided information and assume no responsibility for any loss or damage due to errors or omissions or to 
the use or misuse of any information supplied. It is impossible to test all products under all conditions to which they might be subjected in the field. It is therefore the buyer and/or end users’ responsibility to test all products under 
the conditions that duplicate the service conditions prior to installation. All improvements, all specifications are subject to change without prior notice. It is the buyer and/or end users’ responsibility to review our complete Terms and 
Conditions of Sale located on our web sites at: www.novaflex.com | www.z-flex.com | www.flexmaster.com. 

I.D 2 3 4 4⅛ 5 6
Working 
Pressure /PSI 35 30 21 21 18 16

Negative Pressure Inch H.g 30 30 30 30 26 23


