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Specification Chart

Getting the most from a single source

Novaflex 3261
Dock Hose
This is a multi-purpose hose designed for suction and discharge 
applications. This dock hose is highly flexible and has an all weather 
cover which is resistant to oil, cuts, abrasion and gouges. The tube is 
resistant to petroleum products with aromatics content to 50%. Meets 
all US Coast Guard requirements for Dock/OS & D. hose.

Specifications
Tube: Nitrile
Reinforcement: Multiple plies  polyester tire cord and steel wire helix.  
Cover: Smooth black oil resistant neoprene.  
Length: Cut & 100 ft. lengths
Temperature Range: -35°C to +93°C
Novaflex manufactures this hose in accordance to EN 1765

Part No. I.D. O.D. Plies MBR
(in)

VAC
(Hg)

WP
psi

WT
LBS/FT

3261BT-04000-00 4 4.94 4 24 30” 225 4.34

3261BT-06000-00 6 7.33 4 36 30” 225 8.75

3261BT-08000-00 8 9.67 6 48 30” 225 12.60

3261BT-10000-00 10 11.50 6 60 30” 225 16.04

3261BT-12000-00 12 13.68 8 72 30” 225 25.40

Meets USCG requirements

Fuel Compatibility: 
Ethanol up to E85
Biodiesel up to B20

All products are warranted to be free from all defects in material and workmanship. It is impossible to test all products under all conditions to which they might be subjected in the field. It is therefore the buyer and/or end users’ 
responsibility to test all products under the conditions that duplicate the service conditions prior to installation. All improvements, all specifications are subject to change without prior notice. It is the buyer and/or end users’ 
responsibility to review our complete Terms and Conditions of Sale located on our web sites at: www.novaflex.com / www.z-flex.com / www.flexmaster.com. 


