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Novaflex 841
Heavy Duty Oil Resistant Soft Wall Exhaust Hose
This heavy duty marine softwall exhaust hose is an 
industry standard for use in oily applications. 
(Designed for straight applications). 
Meets SAEJ2006.
Specifications
Tube: Nitrile
Reinforcement: Polyester tire cord
Cover: Black oil resistant
Length: 50 ft. or 100 ft.  
Temperature Range: -40°F (-40°C) to +210°F (+99°C)
Not for steam service
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Getting the most from a single source

Novaflex 842 
Multi-Purpose Exhaust & Fuel Fill Hose
Novaflex 842 is a multi-purpose marine hose designed 
to meet the requirements of J1527 A2, ISO 7840, 
USCG, NMMA & ABYC fuel fill hose requirements. It 
also meet the requirements of SAJ2006 R2 for marine 
exhaust hose. 842 is listed/meets SAE 1942-1 For use 
in vital water applications.

Specifications
Tube: Nitrile, black petroleum and heat resistant
Reinforcement: Plies of polyester fabric with wire helix
Cover: Black flame resistant, oil resistant
Length: 50 ft
Temperature Range: -30°F (-35°C) to +212°F (+100°C)
Working pressure is 25% rated burst pressure
Fuel Compatibility: Ethanol up to E85. Biodiesel up to B20
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The information provided within is for informational purposes only. We have made every effort to ensure the accuracy of the provided information and assume no responsibility for any loss or damage due to errors or omissions 
or to the use or misuse of any information supplied. It is impossible to test all products under all conditions to which they might be subjected in the field. It is therefore the buyer and/or end users’ responsibility to test all 
products under the conditions that duplicate the service conditions prior to installation. All improvements, all specifications are subject to change without prior notice. It is the buyer and/or end users’ responsibility to review our 
complete Terms and Conditions of Sale located on our web sites at: www.novaflex.com | www.z-flex.com | www.flexmaster.com. 


